
Published as a conference paper at ICLR 2025

BRIDGING COMPRESSED IMAGE LATENTS AND MULTI-
MODAL LARGE LANGUAGE MODELS

Chia-Hao Kao1 Cheng Chien2 Yu-Jen Tseng2 Yi-Hsin Chen2 Alessandro Gnutti1
Shao-Yuan Lo3 Wen-Hsiao Peng2 Riccardo Leonardi1
1University of Brescia, Italy 2National Yang Ming Chiao Tung University, Taiwan
3Honda Research Institute USA

ABSTRACT

This paper presents the first-ever study of adapting compressed image latents to
suit the needs of downstream vision tasks that adopt Multimodal Large Language
Models (MLLMs). MLLMs have extended the success of large language models
to modalities (e.g. images) beyond text, but their billion scale hinders deploy-
ment on resource-constrained end devices. While cloud-hosted MLLMs could be
available, transmitting raw, uncompressed images captured by end devices to the
cloud requires an efficient image compression system. To address this, we focus
on emerging neural image compression and propose a novel framework with a
lightweight transform-neck and a surrogate loss to adapt compressed image latents
for MLLM-based vision tasks. Given the huge scale of MLLMs, our framework ex-
cludes the entire downstream MLLM except part of its visual encoder from training
our system. This stands out from most existing coding for machine approaches that
involve downstream networks in training and thus could be impractical when the
networks are MLLMs. The proposed framework is general in that it is applicable to
various MLLMs, neural image codecs, and multiple application scenarios, where
the neural image codec can be (1) pre-trained for human perception without updat-
ing, (2) fully updated for joint human and machine perception, or (3) fully updated
for only machine perception. Extensive experiments on different neural image
codecs and various MLLMs show that our method achieves great rate-accuracy
performance with much less complexity.

1 INTRODUCTION

Large Language Models (LLMs) (Touvron et al., 2023b;a) have demonstrated impressive abilities
in various Natural Language Processing (NLP) tasks. Building upon their success, the recent
surge of research on Multimodal Large Language Models (MLLMs) extends LLM’s abilities to
modalities beyond languages, particularly images, opening up promising opportunities in various
applications (Achiam et al., 2023; Cha et al., 2024; Lin et al., 2024; Zhang et al., 2024a). MLLMs have
shown surprising capability for many vision tasks such as classification (Zhu et al., 2024b), image
captioning (Zhang et al., 2024a), Visual Question Answering (VQA) (Cha et al., 2024; Lin et al.,
2024), and meme interpretation (Achiam et al., 2023). These models excel in unseen tasks through
instruction following or in-context learning, which is impossible for traditional vision networks.

However, the massive scale of MLLMs, often comprising billions of parameters, poses significant
challenges for deployment on resource-constrained end devices. While computation can be offloaded
to the cloud, transmitting images to cloud-hosted MLLMs becomes necessary. In this case, efficient
image compression techniques are crucial to reducing the required transmission bit-rate. Without
compression, transmitting raw images incurs significant costs, particularly at scale with numerous
users. Our study shows that simply feeding the decoded image, generated by a fixed image codec
trained for human perception, into an MLLM (Figure 1 (a)) substantially degrades task performance,
particularly when the image is coded at low rates. This highlights the critical need for efficient image
compression that considers the requirements of downstream MLLM-based vision tasks.

To the best of our knowledge, there have been no attempts to tackle image compression specifically
for MLLMs. While many prior works address image compression for machine vision, commonly
referred to as coding for machines (Le et al., 2021b; Chamain et al., 2021; Matsubara et al., 2022;
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Figure 1: On the left is inadequate frameworks for image compression for MLLMs, where the image
codec is trained for (a) human perception, (b) the downstream task network, or (c) compressing the
intermediate features of the task network. On the right is the proposed transform-neck and surrogate
loss under three distinct scenarios, with the image codec (d1) pre-trained for human perception, (d2)
updated for joint human and machine perception, or (d3) updated for machine perception.

Liu et al., 2022b), these approaches cannot be directly applied to MLLMs. Two common approaches
to coding for machines are image coding and feature coding. The image coding approaches (Le et al.,
2021b;a) optimize the image codec for speci�c downstream tasks and/or networks (Figure 1 (b)),
while the feature coding approaches (Ding et al., 2024) divide the task network into two parts and
focus on compressing the intermediate features (Figure 1 (c)). However, both approaches face the
same issue: the training process becomes challenging when one needs to back-propagate a training
objective through a massive MLLM to train the neural image codec. In practice, the billion-scale
parameters of MLLMs make the existing coding for machine methods inapplicable.

In this paper, we propose the �rst neural image compression system for MLLM-based vision tasks
that enables compressed latents to suit the needs of downstream MLLMs. Notably, it is not our
objective to develop a new image codec speci�cally for MLLM-based tasks. Instead, our method
involves a lightweight transform-neck and a novel surrogate loss. The transform-neck adapts the
compressed image latents of an off-the-shelf neural image codec to match the intermediate features
of the visual encoder–i.e. a component of MLLMs–bypassing the needs for full image reconstruction
and reducing computational complexity. Our proposed surrogate loss function, which combines the
cross-entropy and distillation terms, enables our system to be trained by back-propagating solely
through the visual encoder, thus eliminating the need for back-propagation through the entire MLLM.

The proposed method is general in that it is applicable to different neural image codecs under various
application scenarios. First, if the downstream applications prioritize the image reconstruction quality
for human interaction, our method can work with an off-the-shelf image codec trained for human
perception (Figure 1 (d1)). Without any modi�cation or re-training of the codec, our method adapts
the compressed image latents while maintaining the same image reconstruction quality. Second, when
allowing the image codec to be updated, we propose a multi-task training strategy that optimizes
the codec for both human and machine perception (Figure 1 (d2)). This signi�cantly improves
MLLM performance at the cost of a marginal drop in the image's reconstruction quality. Finally,
we consider an extreme setting in which the applications prioritize machine perception over image
reconstruction. In this case, the encoder and the transform-neck are jointly optimized for the MLLM
systems exclusively (Figure 1 (d3)). The main contributions of this work are summarized as follows:

• It marks the �rst exploration into the �eld of neural image coding for MLLMs.
• The proposed transform-neck adapts the compressed image latents to downstream MLLMs, avoid-

ing the need for image reconstruction and thus saving computational complexity.
• The proposed surrogate loss leverages the visual encoder to update the system, avoiding back-

propagating the task loss through the heavy MLLM.
• The proposed framework is broadly applicable to a wide range of neural image codecs and MLLMs,

regardless of their architectures.
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• It is able to accommodate various application scenarios that involve human perception, machine
perception, or both.

Last but not least, the transform-neck trained with our surrogate loss exhibits a degree of universality,
since it is readily applicable to multiple MLLMs that share the same visual encoder, without the need
for retraining. Our method achieves (1) up to 60-80% bit-rate reductions under the same recognition
accuracy over existing image codecs (e.g. ELIC (He et al., 2022) and VVC intra coding (Bross
et al., 2021)) (Sections 4.2 and A.2) and (2) a nearly 95% reduction in decoding kMAC/pixel as
compared to performing full image reconstruction followed by enhancing the reconstructed image for
MLLM-based tasks (Section 4.4). Our system can be successfully trained under various application
scenarios on one RTX 4090 with 24GB of memory. This is not possible when the entire MLLM is
involved in the training process.

2 RELATED WORKS

2.1 MULTIMODAL LARGE LANGUAGE MODELS

In recent years, there has been a surge of interest in MLLMs following the impressive demonstration
of LLM's ability in the NLP �eld (Touvron et al., 2023b;a; Jiang et al., 2023). Many have sought to
extend the success of these models from text to other modalities, particularly images, and several
works have shown their effectiveness on various tasks, such as image captioning (Li et al., 2023b;
Lin et al., 2024; Liu et al., 2023a), VQA (Cha et al., 2024; Zhang et al., 2024a), Referring Expres-
sion Comprehension (REC) (Chen et al., 2023a; Peng et al., 2024; Zhang et al., 2024b), few-shot
classi�cation (Yu et al., 2024; Zhu et al., 2024b), action anticipation (Mittal et al., 2024).

Most existing MLLM approaches use a visual encoder to process the input image data, and then
introduce a connector to bridge the image features to the tokens understandable by the LLM. Earlier
works adopt simpler connector designs, such as linear projectors (Chen et al., 2023a; Liu et al.,
2023a), while subsequent works (Li et al., 2023b; Cha et al., 2024; Zhang et al., 2024a) have re�ned
upon the design for both performance and complexity. Furthermore, the entire MLLM can be further
�ne-tuned to enhance its capabilities through instruction tuning (Liu et al., 2023a; Zhu et al., 2024a).

A notable aspect of the MLLMs is their reliance on existing pre-trained visual encoders in their
systems, with CLIP (Radford et al., 2021) visual encoder being a very common choice for a large
number of methods (Cha et al., 2024; Chen et al., 2023a; Zhang et al., 2024a; Zhu et al., 2024b; Lin
et al., 2024; Li et al., 2023b). Trained on large image-text pair data, the CLIP visual encoder offers
the feature space that combines language and image modalities in a sense, making it a desirable
feature for MLLMs. Notably, all the existing works on MLLMs do not consider the scenarios where
image compression is present, which is a signi�cant departure from our work. We note that some
approaches (Shi et al., 2024; Li et al., 2024) perform token reduction to minimize the inference cost of
the downstream MLLMs. These techniques are orthogonal to and can be combined with our method
(see Section A.6 for more discussions).

2.2 IMAGE CODING FORMACHINES

Neural image compression systems have made signi�cant progress in the past few years. As a matter
of fact, several works (He et al., 2022; Liu et al., 2023b) have even outperformed the traditional
codecs such as intra coding in VVC (Bross et al., 2021). However, these methods primarily focus on
the quality of reconstructed images for human perception. Coding for machines, in contrast, targets
downstream machine vision over human perception, and it has attracted increasing attention recently.

A common approach simply involves training the compression system for a prede�ned target down-
stream computer vision task (Le et al., 2021b;a; Wang et al., 2022), enabling the reconstructed
image to be suitable for machine vision, albeit potentially sacri�cing perceptual quality. Conversely,
Chamain et al. (2021) tune the task network to better process the compressed images, while Chen
et al. (2023b) leverage prompt-tuning method on Transformer-based codecs to boost performance on
multiple tasks. Also, with the trend of the new JPEG AI learning-based image coding standard (As-
censo et al., 2023), some methods (Liu et al., 2022a; 2021; Mei et al., 2021; Singh et al., 2020) utilize
the compressed image latents instead of the reconstructed image for recognition through bridging the
latents to task network. On the other hand, (Ding et al., 2024) directly compress the intermediate
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Figure 2: Overall architecture of the proposed method.

features of recognition networks, while (Feng et al., 2022) learn the omnipotent features suitable for
various tasks in a self-supervised manner and �ne-tune each task network tail on such features.

It is crucial to note that none of the coding for machine methods considers MLLMs at the receiver side.
All the above-mentioned methods leverage back-propagation through recognition models to update
the system or even re-train the recognition network itself, both of which are prohibitively expensive
for MLLMs due to their huge scale. Therefore, the direct application of the same methods on MLLMs
is almost infeasible. In addition, mainstream image coding for machines methods (e.g. Chen et al.
(2023b); Ascenso et al. (2023)) remain mostly task-speci�c. They typically adopt a task-based loss,
which restricts the resulting models to be optimized for a single task and recognition model, thus
requiring re-training for each new task and incurring additional costs. We aim to be the �rst to
propose a neural image compression system designed for MLLMs, achieved through a lightweight
transform-neck and a surrogate loss, which bypasses the necessity of involving the entire billion-scale
MLLM in the training process. Moreover, our surrogate loss incorporates a cross-entropy loss to
bridge visual features with the text domain for MLLMs, complementing the feature-constraining
distillation loss. This combination further differentiates our approach from existing methods.

3 PROPOSEDMETHOD

3.1 PRELIMINARIES: NEURAL IMAGE CODECS

The high-level architecture of a neural image codec is depicted in the top central green box in Figure 2.
In a typical hyperprior-based neural image codec (Ballé et al., 2018), the key components include the
main encoderga , the main decodergs, as well as the hyperprior encoderha and decoderhs. Given an
RGB imagex 2 R3� H � W , whereH andW represent the height and width of the image, respectively,
ga performs the analysis transform ofx and generates the image latent representationy 2 RN � H

16 � W
16 ,

with N indicating the channel size. To transmity more ef�ciently, it is �rst uniformly quantized
into ŷ and then entropy coded considering a learned prior distributionp(ŷ). This learned distribution
is content dependent, thanks to the hyperprior encoderha and decoderhs. In particular,ha takes
y as input and produces the side informationz 2 RN h � H

64 � W
64 , that is used to generate the learned

distribution for entropy coding, whereNh is the channel size of the side information. The quantized
version ofz, denoted aŝz, is transmitted into the bitstream, in order to recoverŷ. Lastly,ŷ undergoes
the synthesis transform withgs, which reconstructs the imagêx 2 R3� H � W .

3.2 OVERALL FRAMEWORK

In this work, we focus on the scenario where MLLMs are hosted on the server side, while users on
end devices need to perform inference on the remote model using both text and images as inputs.
Given the necessity of incorporating image compression to ensure ef�cient transmission, we propose
the �rst compression framework with the consideration of MLLMs as downstream application
networks, aiming to mitigate the potential task performance drop caused by image compression.
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Figure 2 illustrates our overall framework, which includes three major components: the neural image
codec, our proposed transform-neck, and the MLLM. The depicted MLLM system adheres to a
typical structure, consisting of a visual encoder, an LLM, and a connector component facilitating the
transformation of features from the visual encoder to the LLM. Note that all the MLLMs are adopted
off-the-shelf and without any update.

During inference, the input image at the end device is passed through an encoderga to generate the
quantized latentŝy for transmission. Next,̂y is directly passed through a lightweight transform-neck
T for transformation into a middle layer of the visual encoder of an MLLM. We opt to adapt the
image latents rather than the reconstructed images because the image latents inherently contain the
information needed for reconstructing the image, and potentially the semantic information for the
downstream tasks (when the image encoder is guided properly). By skipping the image decoding
process, our method offers reduced computational complexity while maintaining the task performance.
The rest of the MLLM system operates without any changes to generate the desired output response.

In training, to address the challenge of back-propagating the task loss through the entire MLLM, we
propose a novel surrogate loss that updates the system by back-propagating solely from the visual
encoder (which is not re-trained), bypassing the billion-parameter LLM. In our work, we examine
three distinct settings denoted as (d1), (d2) and (d3), as illustrated in Figure 1. Firstly, in (d1),
we consider the practical scenario where a �xed off-the-shelf image codec pre-trained for human
perception is directly used alongside our transform-neck. In this setting, our framework offers the
option for users to decode the image latentsŷ for reconstruction by using the decodergs instead
of the transform-neck. In this way, the quality of the decoded image is not affected, as the image
codec is not updated in the present case. Then, we extend the analysis to scenarios (d2) and (d3) to
examine the impact of jointly training the image codec and transform-neck. In (d2), the entire image
codec undergoes re-training to accommodate both human and machine perception, while in (d3), the
encoder is re-trained speci�cally for machine perception.

3.3 TRANSFORM-NECK

Our transform-neck is designed to be a lightweight module, consisting only of a linear projection, a
self-attention mechanism, a feed-forward layer, and two layer norms, as shown in the central red box
in Figure 2. Its purpose is to adapt the compressed image latentsŷ into an ef�cient representation for
consumption by the downstream MLLMs. In fact, rather than reconstructing the image and using it
as input to the MLLM, we propose leveraging the latent representation directly.

Since the image encoderga already functions as a feature extractor, similar to the early layers of
the visual encoderC, we bridge the output of our transform-neck directly into the intermediate
features ofC, effectively integrating the image codec with the MLLM system. The decision on
which initial layers to bypass depends on the speci�c type of visual encoder used in the MLLM. For
instance, when using the CLIP visual encoder asC, we found that connecting the transform-neck
to the third Transformer layer, bypassing the �rst two, yields optimal results (see Section 4.5 for
ablation experiments justifying this design). Note that skipping the initial layers ofC further reduces
computational complexity of our framework. We denote the partial visual encoder asC0.

3.4 SURROGATELOSS

To avoid involving huge MLLMs in the training process, and thus bypassing back-propagation
through their entire structure, we propose a surrogate lossL S which is back-propagated through
only the partial visual encoderC0. Speci�cally, we design our surrogate loss to consist of two terms:
distillation lossL dist and cross-entropy lossL CE .

To retain the downstream MLLM performance, the resulting featuresC0(T(ŷ)) when using our
transformed latents should resemble closely those obtained when inputting the uncompressed image
into C, that isC(x). To this end, we introduce the following distillation lossL dist , aiming to
minimize the Mean Squared Error (MSE) between the two output features:

L dist = MSE(C0(T(ŷ)) ; C(x)) : (1)

In addition to the distillation loss, we propose incorporating a second term, which is the cross-entropy
lossL CE calculated using the following procedure. We take a classi�cation dataset consisting of
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Table 1: Application scenarios for our method with corresponding training objective.

Application Scenario Update
Image Codec

Human
Viewing

Phase 1
Loss Function

Phase 2
Loss Function

(d1) Human perception 7 3 L S —
(d2) Multi-task 3 3 L S R + � (
d recon (x; x̂) + � L dist )
(d3) Machine perception 3 7 L S R + � L dist

n images andm text labelsf l1; l2; : : : ; lm g, which correspond tom distinct classes. Each image
belongs to one of thesem classes. Next, we compute: (1) then image embeddingC0(T(ŷ)) and (2)
them text embeddingsCt (l j ), whereCt is a text encoder applied to each text labell j . In particular,
we use the CLIP text encoder, independently of the visual encoder integrated into the MLLM under
consideration. For each image, we then calculate the cosine similarityCS(�; �) between its image
embeddingC0(T(ŷ)) and each of them text embeddingsCt (l j ) for j = 1 ; 2; : : : ; m. This produces
a vectorv of similarity scores between the given image and all them classes, that is:

v = [ CS(C0(T(ŷ)) ; Ct (l1)) ; : : : ; CS(C0(T(ŷ)) ; Ct (lm ))] : (2)

The resulting similarity vector is transformed into a probability distribution over them classes using
a softmax function. Finally, the cross-entropy loss is computed with respect to the corresponding
one-hot encoded ground truth label vectort , thus:

L CE = CE(Softmax(v); t ): (3)

This approach aims to bridge the visual features to the text domain speci�cally for MLLM-based
vision tasks, distinguishing our method from existing works in the �eld of coding for machines. We
validate the effectiveness of our loss function design in the ablation study (Section 4.5).

3.5 TRAINING PROCEDURE

To explore the capabilities of our method under the application scenarios introduced in Section 3.2,
we employ a two-phase training procedure that adapts to different scenarios. The �rst phase is
shared for all scenarios and focuses on training the transform-neck exclusively. The second phase,
applicable only to scenarios where the codec can be updated, involves joint optimization of both the
transform-neck and the image codec. Table 1 provides a summary of the training procedure.

Phase 1: Transform-neck Training In the �rst phase, we train only the transform-neck using a
progressive training strategy with the surrogate lossL S and an off-the-shelf image codec. This phase
is divided into three stages:

L S =

8
<

:

L CE ; epoch< E 1;
� L CE + � L dist ; E1 � epoch< E 2;
L dist ; epoch� E2;

(4)

where the weighting factors� and� are set with a ratio of 1:100 for the two loss terms, andE1; E2
are empirically set to 20 and 40, respectively, in our experiments. This initial phase ensures that the
transform-neck learns the transformation to align with the target latent space.

Phase 2: Joint Optimization For (d2) and (d3), where the image codec is allowed to be re-trained
to produce latent representation more suitable for machine perception, the second phase is introduced
with transform-neck and image codec jointly updated after phase 1 converges.

The scenario (d2), referred to as multi-task, aims to accommodate both human and machine perception.
As a result, it is trained jointly with the transform-neck on both the distillation loss and traditional
rate-distortion loss, i.e.L d2 = R + � (
d recon (x; x̂) + � L dist ), whereR = � logp(ẑ) � logp(ŷjẑ)
is the estimated rate of̂y andẑ, anddrecon is the reconstruction loss calculated as the MSE between
the uncompressed imagex and the reconstructed imagex̂. The hyper-parameter� controls the
rate-distortion trade-off, while
 and� weight the two losses.

In (d3), where the downstream applications do not require image reconstruction, the encoder and
transform-neck are jointly optimized to minimize the trade-off cost between the rateR and the
distillation lossL dist , thus disregarding the reconstruction quality. The training objective is thus
L d3 = R + � L dist .
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Figure 3: Rate-accuracy comparison using various MLLMs on several tasks.

Table 2: Evaluated tasks with corresponding dataset and MLLM.

Task Dataset MLLM

Captioning
COCO Karpathy Test

(Karpathy & Fei-Fei, 2015)
LLaMA-Adapter

(Zhang et al., 2024a)

VQA
SEED-Bench

(Li et al., 2023a)
Honeybee

(Cha et al., 2024)

REC
RefCOCO-val

(Kazemzadeh et al., 2014)
Shikra

(Chen et al., 2023a)

Few-shot
classi�cation

ImageNet
(Deng et al., 2009)

V2L-Tokenizer
(Zhu et al., 2024b) Figure 4: Reconstruction perfor-

mance comparison on Kodak.

4 EXPERIMENTAL RESULTS

4.1 EXPERIMENTAL SETTING

Training Details and Datasets. We utilize ELIC (He et al., 2022) as our image codec, which
outputs image and hyperprior latents withN = 320 andNh = 192, respectively. ELIC is trained for
human perception and adheres to the training strategy outlined in He et al. (2022), using 8,000 images
of the highest spatial resolution selected from ImageNet dataset. Four models are trained for four
different rate points, corresponding to� = [0 :004; 0:008; 0:016; 0:032]in (He et al., 2022). For each
of our scenarios (d1), (d2) and (d3), separate transform-necks are trained on ImageNet dataset (Deng
et al., 2009) for individual� values. For the scenario (d2) speci�cally, we �nd empirically that �xing
the ratio
 : � = 60 : 1 leads to a good trade-off between human and machine perception. Given that
most MLLMs adopt the pre-trained visual encoder of CLIP ViT-L/14 (Radford et al., 2021) for image
modality, as discussed in Section 2.1, we use the CLIP visual encoder asC for training and conduct
our primary experiments on MLLMs that incorporate it. It is worth noting that, since we consider
MLLMs sharing the same visual encoder, we do not need to train separate systems for the different
MLLMs or tasks. Furthermore, we provide additional experiments in Section 4.6 with MLLMs that
use visual encoders other than CLIP ViT to demonstrate the generalizability of our approach.

Targeted MLLM-based Vision Tasks. To validate the generalization ability of our proposed
method, we evaluate its performance on four different MLLM systems for four different tasks. The
tasks, datasets, corresponding MLLMs, and metrics are listed in Table 2. These con�gurations follow
the settings outlined in their original papers and the accompanying code, except for the few-shot
classi�cation task due to the inaccessibility of the code. We thus design a 5-way 1-shot classi�cation
scenario to evaluate the performance with in-context learning; the detailed setting is described in
supplementary material. All MLLMs are used off-the-shelf without any �ne-tuning.

Baselines. We introduce two baseline methods for comparison. The �rst one, denoted asRe-
construction, involves inputting the reconstructed image generated by ELIC to the MLLM system.
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